
SECTION A-A

SCALE 1 / 28

A

A

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

A A

B B

C C

D D

SHEET 1  OF 1 

DRAWN

CHECKED

QA

MFG

APPROVED

T. SUMMERS

5/21/2020

DWG NO

DAF-TABULATED

TITLE

HydroFloTech, DISSOLVED AIR FLOTATION 

(DAF) UNIT, DAF-XXX, CARBON STEEL

SIZE

D

SCALE

ISSUED FOR INFORMATION ONLY

REV

0

1 / 24

1875 BIG TIMBER ROAD

ELGIN, IL 60123

(630) 762-0380

www.hydroflotech.com

DAF-610

DAF-550

DAF-450

DAF-400

DAF-335

DAF-260

DAF-200

DAF-185

DAF-160

DAF-125

DAF-090

DAF-060

DAF-040

MODEL#

TOTAL

UNIT

CAPACITY

( GALLONS )

OPERATING

WEIGHT

( POUNDS )

EFFLUENT

FITTING

ELEVATION

( E - 1 )

RECYCLE

BY-PASS

FITTING

( G )

RAD

TUBE

SIZE

RAD

VESSEL

SIZE

RECYCLE

SUCTION

FITTING

( F )

INFLUENT

FITTING

ELEVATION

( D - 1 )

EFFLUENT

FITTING

( E )

INFLUENT

FITTING

( D )

OVERALL

HEIGHT

( C - 1 )

OVERALL

WIDTH

( B - 1 )

OVERALL

LENGTH

( A - 1 )

SHIPPING

WEIGHT

( POUNDS )

FLOAT

SCUM

CAPACITY

( GALLONS )

SLUDGE

CHAMBER

CAPACITY

( GALLONS )

EFFLUENT

CHAMBER

CAPACITY

( GALLONS )

SEPARATION

CHAMBER

CAPACITY

( GALLONS )

DAF-025

750 36"

N / A

2"6"6' - 0"10"9' - 0"10"12' - 11"11' - 9"68' - 1"

388,41041,83041,53028,28011,750

750

38,79037,72025,590 353,57510,630

750 62' - 1" 11' - 9" 10"12' - 11" 10"9' - 0" 36"6' - 0" 6" 2"

N / A

750

31,780 252,43026,44017,5107,850

15,560 22,330 29,4705,810

480

540 57' - 1"

9' - 9"

10' - 9" 11' - 5"

8"

8"540

480

8"7' - 0" 5' - 6"

5' - 0"

4" 2"

N / A

36"

N / A

2" 36"4"8"6' - 6"10' - 11"57' - 1"

215,821

82,310

6"35' - 8" 8' - 7" 5' - 3"8' - 3"

49' - 1"

131,352

162,209

40' - 1"

38' - 2"

89,729

6"

17,000

360

4,170

245

2,595

2,400

5,630

5,205

360

245

360

245

245

16,505

13,2708,380 20,610

14,7558,095

8,715

9' - 11"

1-1/2"

N / A

24"

24"

1-1/2"

5' - 3" 6" 4' - 1"

4' - 10"

3"

9' - 9"

8' - 8"

9' - 11"

9' - 9" 8"

6"

8' - 3"

N / A

4' - 1" 3"

N / A

5,245

6" 6' - 6" 6" 3"

1-1/2"

24"

10,540 24,470

360 8" 5' - 0" 4" 2"

N / A

24"6' - 6"

N / A

8"2"

2"

1"4' - 4" 4' - 0"4"

6' - 10"

3"

7' - 4" 3"

4"

6' - 10"

7' - 4"

6' - 4" 6' - 4"

18' - 11"

14' - 11"

49,130

21' - 11"

23,971

39,264

3"

13' - 2"

66,896

7,510

2,980

225

2,275

7' - 10"

3' - 10"

1"

3' - 4"

3' - 4"

17,678

8"

11,784

27' - 11"

31' - 11"

8' - 4"

8' - 3"

8' - 4"

6"

3"

1"

2"

2"2' - 10"

3"3' - 10"

8"

8"

N / A

N / A

1"

N / A
1,300 2,205

3,805

925

610235

640

455

1,125

1,525

245

225

2,110

150

150

115

90 120

115

180

9,3205,010

180

195

3,950

5,570

1,055

1,645

3' - 6"

4"

3"

4' - 9"8' - 1"

4' - 0"

6" 4' - 1" 3"

4" 4' - 4" 1" 8"

N / A

24"

N / A

7' - 10"

1-1/2"

2"

12,8606,4753,925

3,080

HydroFloTech: Coatings Standards 

Typical Coating Specifications 

• Interior surfaces are to be blasted to a SSPC SP-10 near white metal blast. 

• Exterior surfaces are to be blasted to a SSPC-SP-6 commercial blast. 

• All threads and gaskets are to be masked before blasting and coating application.

Remove all masking materials prior to shipment. 

• All coatings are to be applied in strict accordance with manufacturer's specifications. 

 

Interior Paint Standard 

• Brand: International - No Substitute 

• Name: Interseal 670 HS, 1-2 Coats (10-12 Mil Total DFT) 

• Activator: Low Temperature Activator 

 

Exterior Paint Standard 

• Brand: DuPont - No Substitute 

• Primer: Corlar 2.1 ST White Epoxy Mastic (3 Mil DFT Minimum) 

• Top Coat: Imron 2.8 HG High Gloss Polyurethane (1-1/2 Mil DFT Minimum) 

• Color: Safety Blue. 
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EFFLUENT CHAMBER

SEPARATION CHAMBER

SLUDGE CHAMBER

FLOAT SCUM CHAMBER

AVAILABLE OPTIONS (SOME NOT SHOWN):

*COVERS (STANDARD OR VAPOR TIGHT)

*1/6 HP, 460V PADDLE STYLE SLUDGE THICKENER

*TRANSFER PUMP PACKAGE(S)

   INFLUENT

   EFFLUENT

   SLUDGE

* LEVEL SWITCHES

*CONTROL PANEL

* ALSO AVAILABLE IN 304SS AND 316SS

 

1/6HP, 460V, 3PH, 60HZ

SLUDGE THICKENER DRIVE

1/6HP, 460V, 3PH, 60HZ

FLOAT SCUM SKIMMER DRIVE

REMOVEABLE SKIMMER

304SS ADJUSTABLE

EFFLUENT WEIR

4.00

3" FNPT FLOAT SCUM OUTLET

3" FNPT SLUDGE OUTLET

CRAD BUBBLER SYSTEM


