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ST ANDARD COVERS AVAILABLE OPTIONS (NOT SHOWN): 10455 ADIUSTABLE
(OPTIONAL) *COVERS (STANDARD OR VAPOR TIGHT) OIL WEIR
*1/6 HP, 460V PADDLE STYLE SLUDGE THICKENER 30455 ADIUSTABLE
*TRANSFER PUMP PACKAGE(S) EFFLUENT WEIR
INFLUENT
OIL
EFFLUENT
SLUDGE
* LEVEL SWITCHES
*CONTROL PANEL £l
* ALSO AVAILABLE IN 304SS AND 316SS
FITTINGS FOR OPTIONAL
OIL LEVEL SWITCHES ADD 8.20" FOR OPTIONAL D-1
SLUDGE THICKENER
3" SLUDGE DISCHARGE FLANGE
A 480V, 1/6HP SLUDGE THICKENER DRIVE J4/HydroFloTech
(OPTIONAL EQUIPMENT) A
HydroFloTech: Coati ngs Standards FITTINGS FOR OPTIONAL
Typical Coating Specifications EFFLUENT LEVEL SWITCHES
Interior surfaces are to be blasted to a SSPC SP-10 near white metal blast.
Exterior surfaces are to be blasted to a SSPC-SP-6 commercial blast.
All threads and gaskets are to be masked before blasting and coating application.
Remove all masking materials prior to shipment.
All coatings are to be applied in strict accordance with manufacturer's specifications.
Interior Paint Standard
Brand: International - No Substitute C-1

Name: Interseal 670 HS, 1-2 Coats (10-12 Mil Total DFT)

Activator: Low Temperature Activator

Exterior Paint Standard
Brand: DuPont - No Substitute

Primer: Corlar 2.1 ST White Epoxy Mastic (3 Mil DFT Minimum)

Top Coat: Imron 2.8 HG High Gloss Polyurethane (1-1/2 Mil DFT Minimum)

Color: Safety Blue.
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CLEAN WATER FLOW PATH

OIL FLOW PATH
INFLUENT| INFLUENT | EFFLUENT | EFFLUENT |OIL OUTLET|OIL OUTLET| UNIT UNIT UNIT oIL SLUDGE EFFLUENT | OPERATING SEPARATION CHAMBER \ ot CHAMBER\ / EFFLUENT CHAMBER
MODEL# | FITTING | ELEVATION FITTING ELEVATION FITTING ELEVATION | LENGHT WIDTH HEIGHT CAPACITY CAPACITY CAPACITY WEIGHT \ i /
(A) (A-1) (B) (B-1) (C) (C-1) | (D-1) | (E-1) | (F-1) | (GALLONS) | ( GALLONS) | ( GALLONS) | ( POUNDS) e /o

TSH-036 6" 3'-9" 6" 2'-1" 2" 2'- 8" 9'-8" 4' - 8" 5'-8" 53 199 162 10,466
TSH-045 6" 4'-2" 6" 2'-6" 2" 3'-1" 9'-8" 5'-8" 6'-1" 66 308 202 13,601
TSH-054 6" 4'-7" 6" 2'-11" 2" 3'-6" 9'-8" 6'-8" 6'-6" 79 442 242 16,853 INFLUENT
TSH-080 6" 4'-10" 6" 2'-6" 2" 3'-5" 10' - 8" 5'-8" 7'-1" 91 355 278 19,296 SLUDGE FLOW PATH
TSH-096| 8" 5'- 3" 8" 3'-0" 2" 3-10" | 10'-8" | 6-8" | 7'-6" 109 509 333 23,658 S LUDGE CHAMBER
TSH-112 8" 5| - 8" 8" 3| - 5" 2" 4| - 3" 10| _ 8" 7l _ 8" 7| _ 11" 128 690 388 29,011 = EFFLUENT

n ' n n ' n n ' n 1 n ' n v n 1/6HP, 460V, 3PH, 60 HZ
TSH-180| 8 5'- 11 8 3'-0 2 4'-2 12'-8 6-8 8'-6 140 643 424 34,323 o, 1stip, 460V, 3PH, 60 HZ
TSH_210 8" 6! - 4" 8" 3l - 5" 2" 4l - 7" 12| - 8" 7l - 8" 8! - 11" 163 872 494 40’819 (OPTIONAL EQUIPMENT)
TSH-240 10" 6'-9" 10" 3'-11" 2" 5'-0" 12' - 8" 8 -8" 9'-4" 186 1,136 564 47,699
TSH-294| 10" 7'-0" 10" 3'-6" 2" 4'-11" 13' - 8" 7' -8" 9'-11" 198 963 600 51,635 SECTION A-A
TSH'336 10" 7| - 5" 10" 3| - 11" 2" 5| - 4" 13! - 8" 8l - 8" 10! - 4" 226 1’255 685 59,624 SCALE 1 / 16
TSH-378 10" 7' - 10" 10" 4'-4" 2" 5'-9" 13" - 8" 9'-8" 10' - 9" 254 1,584 770 68,330 4 o DRAWN /27/2020

' T. SUMMERS

TSH_448 12" 8| - 1" 12" 4| - oll 2" 5| - 8" 14! - 8" 8l - 8" 11! - 4" 267 1’373 806 72,875 w Hyd rOFIOTeCh SECKED ISSUED FOR INFORMATION ONLY
TSH-504| 12" 8 -6" 12" 4'-5" 2" 6'-1" 14' - 8" 9' - 8" 11'- 9" 300 1,734 905 82,883 & T

. — » — . —— —— T an — 1875 BIG TIMBER ROAD HydroFloTech, OIL WATER SEPARATOR
TSH-560 12 8-11 12 4'-10 2 6'-6 14'-8 10'-8 12'-2 333 2,137 1,005 93,749 MFG 4 4

ELGIN. IL 60123 TOTLSEP, TSH-XXX, CARBON STEEL
TSH-648 12" 9'- 2" 12" 4'-5" 2" 6'-5" 15' - 8" 9'-8" 12' - 9" 345 1,884 1,041 99,627 Y APPROVED
TSH'720 14" 9! - 7" 14" 4| - 11" 2" 6! - 10" 15! - 8" 10! - 8" 13! - 2|' 383 2,322 1,156 1121461 (630) 762-0380 SII;E 'DFVSILI\IOTABULATED R(E)V
TSH'792 14" 10! - o" 14" 5| - 4" 2" 7| - 3" 15| - 8" 11! - 8" 13| - 7" 421 2’805 1’271 125’721 WWWI hYd rOfIOteCh-Com SCALE 1 / 16 sHEET 1 OF 1
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